
– other lengths and threads on request
– ... please indicate length "L"
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dim. [mm]art. no.
P'PLD/D'H
2.565M2.55GBM 2550 ...
5.0610M2.55GBM 2550 ...
8.0615/ 20M2.55GBM 2550 ...
10.0825/ 30/ 35M2.55GBM 2550 ...
2.585M35GBM 3050 ...
5.0810/ 12/ 14M35GBM 3050 ...
10.0815/ 18/ 20M35GBM 3050 ...
10.01025/ 30/ 35/ 40/ 45/ 50M35GBM 3050 ...
2.585M 47GBM 4070 ...
5.0810M 47GBM 4070 ...
8.0815M 47GBM 4070 ...
10.0820M 47GBM 4070 ...
10.01025/ 30/ 35/ 40/ 45/ 50M 47GBM 4070 ...
5.0810M 58GBM 5080 ...
6.0815/ 20M 58GBM 5080 ...
10.01025/ 30/ 35/ 40/ 45/ 50M 58GBM 5080 ...

brassmaterial:
6 µm nickel-plated, solderablesurface:

– other lengths and threads on request
– ... please indicate length "L"

D
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D

dim. [mm]art. no.
P'PLD/D'H
7810M36GBP 3060 ...
8812M36GBP 3060 ...
10815/ 18/ 20/ 25/ 30M36GBP 3060 ...
7810M 48GBP 4080 ...
9812M 48GBP 4080 ...
10815/ 18/ 20/ 25/ 30/ 35/ 40/ 45M 48GBP 4080 ...

polyamide, GF reinforcedmaterial:
-30 °C ... +110 °Ctemperature range:
blackcolour:

E 35
E 42 – 46Mounting material for semiconduct.E 38Spacers
E 47 – 48Mounting parts for heatsinksE 24 – 28Screw mounted guide rails
E 2 – 22Thermal conductive materialE 29Ejectors
A 2 – 7Technical introductionE 39Vibration dampers

Spacers with internal and external thread
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